
Date of calibration/standardization

Description of calibration/standardization

Logging speed

Office/logging unit TROY

Response(High)

Mag declination

Logging probe model

Remarks stickup=1.3ft;  

Altitude of LMP 725 (map)

Standard(Low)

Start time of log

Borehole fluid depth 170.53
Borehole fluid temp

Company USGS

Logging probe serial number

Observer DAVELogging operator JAA
County/State Cayuga/NY

Casing depth/diameter/type 67.5FT/6IN/STEEL

Logging direction

Height of LMP above/below LSD   0.0

Borehole fluid res/cond

Logging probe manufacturer

Date of log 5/24/06

Borehole depth/diameter/type 198FT/6IN/OPEN HOLE

Borehole fluid type WATER

Other ID Residential
Site ID 425413076353501

Log orientation

Standard(High)

Hydrologic conditions AMBIENT

Response(Low)

Description of log-measuring point(LMP)    LAND SURFACE

Station name CY-233

Depth error after logging



Depth

1:225

Mech Cal

5 8In

Gamma

0 200CPS

Flow

-0.1 0.1

Form Mmb Fl Res

13 15Ohm m

Temp

10 11Deg C

Flow Zone

 0

10

20

30

40

50

60

70

80

90

100

110

120

130

140

150

160

170

180

190

T
ill

?
M

ar
ce

llu
s 

O
no

nd
ag

a 
M

an
liu

s 

O
at

ka
C

re
e k

C
he

rr
y

V
al

le
y

U
ni

on
S

pr
in

gs
S

en
ec

a
M

oo
re

ho
us

e
N

ed
ro

w
E

dg
ec

lif
f

O
ln

ey


