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science for a changing world English/Metric units ‘ E

SitelD (C1) 430720078221501 Station name (C12) Gs 286 ‘ Other ID Sour Springs Road Log date 01/13/2009
County Genesee State New York ‘Project 2457-DJK00 Recorded by JAA Observed by WK
Location description Owner National Parks Service

Latitude 430719.6 Longitude 0782215.0 Lat/Long datum NAD83 Log measurement point (LMP) LS
Height LMP Depth below (-) /above (+) LS Altitude LMP 625 Altitude datum NGVD29/ NGVD88 ‘ Description of LMP Land surface
Borehole depth 280 Borehole diameter 6 Casing bottom 68 Casing diameter 6 ‘ Casing type steel

Source of data Geologist Logging unit Troy Log orientiation MN Magnetic declination
Software non-ASCIl logs Fluid type Water Fluid depth below LMP 17.49 at time 12:04

ambient/pump 7.3 gal/min water level rose 0.1 ft when pumping due to degasing

Hydrologic conditions Type of log ZZ

Tool manufacturer and model, tool serial number, log date and time, logging direction and speed, depth error after logging, log parameter(s) and date(s) of calibration check

Tool run 1 Caliper, 4/13/2009 @ 16:16, Century-9065, SN=715, log up @ 20 ft/min, depth error = +.22, borehole diameter in inches, calibration checked on 4/10/2009

Tool run 2 EM induction/gamma, 4/13/2009 @ 16:46, Century-9510, SN= 746, log up @ 20 ft/min, depth error = 0.21, formation cond in millisiemens per meter and gamma in counts per second, cal check 4/10/20(Q

©

Tool run 3 EM flowmeter amb, 4/14/2009 @ 10:38, Century 9721, SN= 1162, log down @ 12 ft/min, fluid velocity in ft/min - fluid cond in millisiemens per meter- fluid temp in deg F, cal check 4/14/2009

Tool run 4 EM flowmeter amb, 4/14/2009 @ 11:10, Century 9721, SN= 1162, stationary measurments up, fluid flow in gal/min, cal check 4/14/2009

Tool run 5 EM flowmeter pmp, 4/14/2009 @ 12:11, Century 9721, SN= 1162, log down @ 12 ft/min, fluid velocity in ft/min - fluid cond in millisiemens per meter- fluid temp in deg F, cal check 4/14/2009

Tool run 6 EM flowmeter pmp, 4/14/2009 @ 12:35, Century 9721, SN= 1162, stationary measurments up, depth error = 0.53, fluid flow in gal/min, cal check 4/14/2009

Tool run 7

Toolrun 8

Tool run 9

Remarks casing stickup = 2.45 ft. can hear well bubbling and sulfer smell
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